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DECLARATION OF CONFORMITY 
Regarding ATEX Directive 2014/34/EU 

 
 

Manufacturer APEX DYNAMICS, INC. 
 

Address No. 10, Keyuan 3rd Rd., Situn District,  
Taichung City 40763, Taiwan 
 

Product Planetary Gearbox; Spiral Bevel Gearbox 

 
Product Model AB / ABR series; AF / AFR series;  

AE / AER series; AD / ADR / ADS series; 

AL / ALR series; AH / AHK series; KF/KH series 

PII / PIIR series; AT / ATB series;  
 

Category 
(According to ATEX Annex VIII) 

 
II 2 GD c T6 
 
 

Verification Module Technical documents are filed by  

CSA Group Netherlands B.V.  

Notified Body Number 2813 

File Affected: SIRA 06XT200 

 
Harmonized Standard EN 1127-1:2019 

 

 
 

We, APEX DYNAMICS, INC., declare that the design, manufacturing and inspection of the 

products given above are in conformity with the provisions of Annex VIII of ATEX Directive 

2014/34/EU.  

 
 

 

 

 

Taichung City, Taiwan  2025/06/25 APEX DYNAMICS, INC. 
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Declaration Statement of APEX DYNAMICS, INC. 

We, APEX DYNAMICS, INC., hereby declare under our sole responsibility that the forenamed 

planetary gearboxes in the declaration, as a passive driven mechanical part, are not 

stand-alone operating Equipments but Components intended for incorporation into machinery 

or other assembly. 

As a Component itself, these planetary gearboxes do not possess their own independent 

ignition source when installed and operated in accordance with our technical documentation, 

installation instructions, and within their specified operating parameters, e.g. speed, torque, 

temperature limits, lubrication requirements. 

The ATEX Directive 2014/34/EU applies to "Equipment and protective Systems intended for 

use in potentially explosive atmospheres." Therefore, a planetary gearbox of APEX 

DYNAMICS, INC., which is supplied as Component to be integrated into a machinery or 

assembly, does not require a full ATEX EU Type-Examination Certificate as Equipment.  

The ultimate responsibility for compliance with ATEX Directive 2014/34/EU (or equivalent 

national regulations) for the final machinery or assembly into which the planetary gearbox is 

integrated rests solely with the manufacturer of that final machinery or assembly.  

 

The manufacturer that final machinery or assembly must:  

1. Conduct a comprehensive Ignition Hazard Assessment of the complete machinery or 

assembly, including the gearbox and all other components, considering all potential 

ignition sources in the intended hazardous atmosphere (ATEX Zone). 

2. Ensure that the overall design, construction, and operation of the final machinery or 

assembly meet all Essential Health and Safety Requirements of Directive 2014/34/EU 

for the specified ATEX category and group. 

3. Implement appropriate protective measures to prevent the formation of effective 

ignition sources. 

4. Issue an EU Declaration of Conformity for the complete machinery or assembly and 

apply the CE marking. 

5. Provide adequate instructions for safe installation, operation, and maintenance of the 

final machinery in explosive atmospheres. 

This is standard practice in the ATEX Directive for Components, here the planetary gearbox. 

 


